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Performance evaluations conducted by Matrix, Inc., Mesa, Arizona.

TS = Solar Transmittance RS = Solar Reflectance
AS = Solar Absorption TV = Visual Transmittance
1/8 CL = 1/8” Clear Glass 1/4 CL = 1/4” Clear Glass
1/4HA = 1/4” Heat Absorbing Glass
1/2 CL = 1/2” Insulating Clear Glass
1 CL = 1” Insulating Clear Glass
1HA = 1” Insulating Heat Absorbing Glass

*

The solar optical properties are used to calculate the shading coeffi-
cient. The shading coefficient represents the percentage of solar heat
gain that is transmitted to the interior through the glass and shading
system. Darker colors provide maximum glare reduction and visibility.
For complete technical information, current test results, performance
specifications and larger samples, contact our Sun Control Marketing
Department.

Solar Heat Control Properties of Phifer SheerWeave Style 5000 Contemporary Collection

Fabrics Installed Internally, Zero-Degree Profile Angle

* Solar Optical Shading Coefficient w/

Style Properties -----------------Single---------------- -----------Insulating-----------

No. Color TS RS  AS   TV 1/8CL 1/4CL 1/4HA 1/2CL 1CL 1HA

U17 Digital Lines/Pearly Black 34 23 43 38 0.68 0.65 0.49 0.63 0.57 0.40

U18 Digital Lines/Crystal 42 49 9 45 0.52 0.50 0.41 0.48 0.45 0.33

U19 Digital Lines/Polished Silver 45 34 21 47 0.63 0.61 0.47 0.58 0.53 0.38

U20 Filigree/Frost 34 28 38 36 0.65 0.62 0.47 0.60 0.55 0.38

U21 Filigree/Polished Silver 47 38 15 46 0.61 0.59 0.46 0.56 0.51 0.37

U22 Filigree/Light Copper 38 33 29 39 0.62 0.60 0.46 0.57 0.53 0.37

U23 Filigree/Crystal 42 51 7 42 0.51 0.49 0.41 0.46 0.44 0.32

U24 Seaglass/Silver 33 27 40 37 0.65 0.62 0.47 0.60 0.55 0.39

U25 Seaglass/Copper 22 20 58 23 0.67 0.64 0.48 0.63 0.57 0.40

U26 Seaglass/Gold 37 31 32 41 0.63 0.61 0.46 0.58 0.54 0.38

U27 Seaglass/Verde 38 33 29 41 0.62 0.60 0.46 0.57 0.53 0.37

U28 Seaglass/Chardoney 40 43 17 41 0.56 0.54 0.43 0.51 0.48 0.34

U29 Seaglass/Crystal 44 49 7 45 0.53 0.51 0.41 0.48 0.45 0.33

U30 Digital Lines/Shimmer 38 39 23 39 0.58 0.56 0.44 0.53 0.50 0.35

U31 Digital Lines/Caramel 37 30 33 38 0.64 0.61 0.47 0.59 0.54 0.38

V91 Digital Lines/Raven 13 7 80 18 0.74 0.70 0.51 0.69 0.63 0.43

V92 Filigree/Toffee 9 10 81 12 0.71 0.67 0.50 0.67 0.60 0.41

Specifications
■ Interweaving shiny and lustrous translucent yarns, the Contemporary Collection brings a sleek, modern look to 
the Style 5000 jacquard line of SheerWeave fabrics. Available in several patterns and an array of new colors, this
collection offers a range of options designed to suit any style of decor or personal preference.

Bacteria and Fungal Resistance: ASTM E 2180 and ASTM G 22
Lead Free: RoHS / Directive 2002/95/EC, US Consumer Product Safety   

Commission Section 101 and ANSI/WCMA A100.1-2007 for lead content
Standard Widths: 74” and 98” (187.96 cm and 248.9 cm)  
Standard Roll Length: 30 Linear yards (27.4M)

SheerWeave® Style 5000

NOTICE: Original artwork and original designs are protected under
U.S. copyright laws. The samples attached to this notice fall under
the federal statute and are therefore protected. Slight changes in the
color combinations or weave pattern, do not remove your legal obli-
gation. If you would like further information regarding the copyright
status of a pattern, please call the market manager representative at
1-800-221-5497 and refer to the style number.

U17 DIGITAL LINES/PEARLY BLACK
Composition: 27% polyester, 73% vinyl on polyester
Mesh Weight: 14.1 (oz/yd2)
Fabric Thickness (in): .032  
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 359 Warp, 124 Fill
Stiffness (mg): 495 Warp, 192 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U18 DIGITAL LINES/CRYSTAL
Composition: 25% polyester, 75% vinyl on polyester
Mesh Weight: 12.5 (oz/yd2)
Fabric Thickness (in): .032  
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 334 Warp, 80 Fill
Stiffness (mg): 543 Warp, 151 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U19 DIGITAL LINES/POLISHED SILVER
Composition: 25% polyester, 75% vinyl on polyester
Mesh Weight: 12.5 (oz/yd2)
Fabric Thickness (in): .032  
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 334 Warp, 80 Fill
Stiffness (mg): 543 Warp, 151 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U20 FILIGREE/FROST
Composition: 27% polyester, 73% vinyl on polyester
Mesh Weight: 14.1 (oz/yd2)
Fabric Thickness (in): .032  
Openness Factor: Approximately 7%
UV Blockage: Approximately 93%
Breaking Strength (lbs/in): 359 Warp, 124 Fill
Stiffness (mg): 495 Warp, 192 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U21 FILIGREE/POLISHED SILVER
Composition: 25% polyester, 75% vinyl on polyester
Mesh Weight: 12.5 (oz/yd2)
Fabric Thickness (in): .032  
Openness Factor: Approximately 7%
UV Blockage: Approximately 93%
Breaking Strength (lbs/in): 334 Warp, 80 Fill
Stiffness (mg): 543 Warp, 151 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U22 FILIGREE/LIGHT COPPER
Composition: 25% polyester, 75% vinyl on polyester
Mesh Weight: 12.5 (oz/yd2)
Fabric Thickness (in): .032  
Openness Factor: Approximately 7%
UV Blockage: Approximately 93%
Breaking Strength (lbs/in): 334 Warp, 80 Fill
Stiffness (mg): 543 Warp, 151 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U23 FILIGREE/CRYSTAL
Composition: 25% polyester, 75% vinyl on polyester
Mesh Weight: 12.5 (oz/yd2)
Fabric Thickness (in): .032  
Openness Factor: Approximately 7%
UV Blockage: Approximately 93%
Breaking Strength (lbs/in): 334 Warp, 80 Fill
Stiffness (mg): 543 Warp, 151 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U24 SEAGLASS/SILVER
Composition: 28% polyester, 72% vinyl on polyester
Mesh Weight: 14.3 (oz/yd2)
Fabric Thickness (in): .039  
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 341 Warp, 175 Fill
Stiffness (mg): 673 Warp, 506 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U25 SEAGLASS/COPPER
Composition: 28% polyester, 72% vinyl on polyester
Mesh Weight: 14.3 (oz/yd2)
Fabric Thickness (in): .039  
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 341 Warp, 175 Fill
Stiffness (mg): 673 Warp, 506 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U26 SEAGLASS/GOLD
Composition: 28% polyester, 72% vinyl on polyester
Mesh Weight: 14.3 (oz/yd2)
Fabric Thickness (in): .039  
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 341 Warp, 175 Fill
Stiffness (mg): 673 Warp, 506 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U27 SEAGLASS/VERDE
Composition: 27% polyester, 73% vinyl on polyester
Mesh Weight: 14.1 (oz/yd2)
Fabric Thickness (in): .032  
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 359 Warp, 124 Fill
Stiffness (mg): 495 Warp, 192 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U28 SEAGLASS/CHARDONEY
Composition: 28% polyester, 72% vinyl on polyester
Mesh Weight: 14.3 (oz/yd2)
Fabric Thickness (in): .039  
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 341 Warp, 175 Fill
Stiffness (mg): 673 Warp, 506 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U29 SEAGLASS/CRYSTAL
Composition: 28% polyester, 72% vinyl on polyester
Mesh Weight: 14.3 (oz/yd2)
Fabric Thickness (in): .039  
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 341 Warp, 175 Fill
Stiffness (mg): 673 Warp, 506 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U30 DIGITAL LINES/SHIMMER
Composition: 25% polyester, 75% vinyl on polyester
Mesh Weight: 12.5 (oz/yd2)
Fabric Thickness (in): .032  
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 334 Warp, 80 Fill
Stiffness (mg): 543 Warp, 151 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U31 DIGITAL LINES/CARAMEL
Composition: 25% polyester, 75% vinyl on polyester
Mesh Weight: 12.5 (oz/yd2)
Fabric Thickness (in): .032  
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 334 Warp, 80 Fill
Stiffness (mg): 543 Warp, 151 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

V91 DIGITAL LINES/RAVEN
Composition: 27% polyester, 73% vinyl on polyester
Mesh Weight: 14.1 (oz/yd2)
Fabric Thickness (in): .032  
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 359 Warp, 124 Fill
Stiffness (mg): 495 Warp, 192 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

V92 FILIGREE/TOFFEE
Composition: 27% polyester, 73% vinyl on polyester
Mesh Weight: 14.1 (oz/yd2)
Fabric Thickness (in): .032  
Openness Factor: Approximately 7%
UV Blockage: Approximately 93%
Breaking Strength (lbs/in): 359 Warp, 124 Fill
Stiffness (mg): 495 Warp, 192 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)




