
P. O. BOX 1700 • TUSCALOOSA, ALABAMA 35403-1700 U.S.A.

PHONE: 205/345-2120 • TOLL FREE 1/800-221-5497

FAX: 205/391-0799 • www.phifer.com

3024825 Individual Card

3024827 Card Set

® SheerWeave is a registered trademark of PHIFER INCORPORATED.

© PHIFER INCORPORATED   V09

Performance evaluations conducted by Matrix, Inc., Mesa, Arizona.

TS = Solar Transmittance RS = Solar Reflectance
AS = Solar Absorption TV = Visual Transmittance
1/8 CL = 1/8” Clear Glass 1/4 CL = 1/4” Clear Glass
1/4HA = 1/4” Heat Absorbing Glass
1/2 CL = 1/2” Insulating Clear Glass
1 CL = 1” Insulating Clear Glass
1HA = 1” Insulating Heat Absorbing Glass

*

The solar optical properties are used to calculate the shading coeffi-
cient. The shading coefficient represents the percentage of solar heat
gain that is transmitted to the interior through the glass and shading
system. Darker colors provide maximum glare reduction and visibility.
For complete technical information, current test results, performance
specifications and larger samples, contact our Sun Control Marketing
Department.

Solar Heat Control Properties of Phifer SheerWeave Style 5000 Natural Collection

Fabrics Installed Internally, Zero-Degree Profile Angle

* Solar Optical Shading Coefficient w/

Style Properties -----------------Single---------------- -----------Insulating-----------

No. Color TS RS  AS   TV 1/8CL 1/4CL 1/4HA 1/2CL 1CL 1HA

P60 Bamboo/Birch 21 59 20 18 0.40 0.39 0.35 0.37 0.36 0.28

Q43 Marble/Sand 9 48 43 9 0.44 0.43 0.37 0.42 0.40 0.30

Q46 Bamboo/Wheat 19 29 52 16 0.60 0.58 0.45 0.56 0.52 0.37

Q47 Moire/Mocha 17 23 60 15 0.64 0.61 0.46 0.60 0.55 0.38

Q48 Bark/Cedar 22 17 61 16 0.69 0.66 0.49 0.64 0.59 0.41

Q49 Rattan/Umber 18 27 55 12 0.61 0.59 0.45 0.57 0.53 0.37

Q50 Bark/Tiger Oak 17 24 59 16 0.63 0.60 0.46 0.59 0.54 0.38

Q51 Wicker/Mushroom 15 24 61 11 0.63 0.60 0.46 0.58 0.54 0.38

Q53 Honeycomb/Brown Sugar 19 26 55 15 0.62 0.60 0.46 0.58 0.54 0.38

Q94 Tweed/Oatmeal 11 34 55 10 0.55 0.53 0.42 0.51 0.48 0.35

Q95 Tweed/Buckeye 9 28 63 9 0.58 0.56 0.44 0.55 0.51 0.36

Q96 Thatch/Wheatgrass 11 26 63 11 0.60 0.58 0.45 0.56 0.52 0.37

R11 Linen/Cranberry 7 17 76 8 0.65 0.62 0.47 0.62 0.57 0.39

R12 Linen/Cinnamon 6 20 74 8 0.63 0.60 0.46 0.60 0.55 0.38

U10 Linen/Topaz 11 24 65 10 0.62 0.59 0.45 0.58 0.53 0.38

U11 Linen/Burlap 10 30 60 9 0.57 0.55 0.43 0.54 0.50 0.36

U12 Linen/Cream 22 46 31 21 0.49 0.48 0.39 0.46 0.43 0.32

U13 Crepe/Jade 20 19 61 22 0.67 0.64 0.48 0.63 0.57 0.40

U14 Crepe/Walnut 21 26 53 22 0.63 0.60 0.46 0.59 0.54 0.38

U15 Crepe/Granola 20 30 50 24 0.60 0.57 0.45 0.56 0.52 0.37

U16 Crepe/Toasted Coconut 24 40 36 25 0.54 0.52 0.42 0.50 0.47 0.36

V88 Linen/Fig 6 15 79 8 0.67 0.63 0.48 0.63 0.57 0.40

V89 Crepe/Blackened Bronze 15 6 79 19 0.75 0.71 0.52 0.70 0.63 0.43

V90 Crepe/Chestnut 15 9 76 19 0.73 0.69 0.51 0.68 0.62 0.42

Specifications
■ The SheerWeave Style 5000 Natural Collection features fabrics that combine rich, textured yarns with traditional
patterns. With a color palette of hushed naturals and rich earth tones, this collection offers a range of classic
options designed to suit any style of decor or personal preference.

Bacteria and Fungal Resistance: ASTM E 2180 and ASTM G 22
Lead Free: RoHS / Directive 2002/95/EC, US Consumer Product Safety   

Commission Section 101 and ANSI/WCMA A100.1-2007 for lead content
Standard Widths: 74” and 98” (187.96 cm and 248.9 cm)  
Standard Roll Length: 30 Linear yards (27.4M)

SheerWeave® Style 5000

NOTICE: Original artwork and original designs are protected under
U.S. copyright laws. The samples attached to this notice fall under
the federal statute and are therefore protected. Slight changes in the
color combinations or weave pattern, do not remove your legal obli-
gation. If you would like further information regarding the copyright
status of a pattern, please call the market manager representative at
1-800-221-5497 and refer to the style number.

P60 BAMBOO/BIRCH
Composition: 28% polyester, 72% vinyl on polyester
Mesh Weight: 14.5 (oz/yd2)
Fabric Thickness (in): .038  
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 330 Warp, 180 Fill
Stiffness (mg): 700 Warp, 500 Fill
Fire Classification: California US Title 19 (Small 

Scale), NFPA 701-2004 TM#1 (Small and Large 
Scale), British Standard 5867, NFPA 101 (Class A 
Rating), and UBC (Class 1)

Q43 MARBLE/SAND
Composition: 28% polyester, 72% vinyl on polyester
Mesh Weight: 14.5 (oz/yd2)
Fabric Thickness (in): .038
Openness Factor: Approximately: 5%
UV Blockage: Approximately: 95%
Breaking Strength (lbs/in): 330 Warp, 180 Fill
Stiffness (mg): 700 Warp, 500 Fill
Fire Classification: California US Title 19 (Small 

Scale), NFPA 701-2004 TM#1 (Small and Large 
Scale), British Standard 5867, NFPA 101 (Class A 
Rating), and UBC (Class 1)

Q46 BAMBOO/WHEAT
Composition: 27.5% polyester, 67% vinyl on  

polyester, 5.5% acrylic
Mesh Weight: 14.3 (oz/yd2)
Fabric Thickness (in): .044 
Openness Factor: Approximately 7%
UV Blockage: Approximately 93%
Breaking Strength (lbs/in): 330 Warp, 200 Fill
Stiffness (mg): 650 Warp, 450 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

Q47 MOIRE/MOCHA
Composition: 26.3% polyester, 67.7% vinyl on 

polyester, 6% acrylic
Mesh Weight: 12.3 (oz/yd2)
Fabric Thickness (in): .035  
Openness Factor: Approximately 7%
UV Blockage: Approximately 93%
Breaking Strength (lbs/in): 330 Warp, 100 Fill
Stiffness (mg): 500 Warp, 175 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

Q48 BARK/CEDAR
Composition: 26.3% polyester, 67.7% vinyl on 

polyester, 6% acrylic
Mesh Weight: 12.3 (oz/yd2)
Fabric Thickness (in): .035
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 330 Warp, 100 Fill
Stiffness (mg): 500 Warp, 175 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1) 

Q49 RATTAN/UMBER
Composition: 27.5% polyester, 67% vinyl on 

polyester, 5.5% acrylic
Mesh Weight: 14.3 (oz/yd2)
Fabric Thickness (in): .044
Openness Factor: Approximately 7%
UV Blockage: Approximately 93%
Breaking Strength (lbs/in): 330 Warp, 200 Fill
Stiffness (mg): 650 Warp, 450 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

Q50 BARK/TIGER OAK
Composition: 27.5% polyester, 67% vinyl on polyester, 

5.5% acrylic
Mesh Weight: 14.3 (oz/yd2)
Fabric Thickness (in): .044
Openness Factor: Approximately 5%
UV Blockage: Approximately 95%
Breaking Strength (lbs/in): 330 Warp, 200 Fill
Stiffness (mg): 650 Warp, 450 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

Q51 WICKER/MUSHROOM
Composition: 27.5% polyester, 67% vinyl on polyester, 

5.5% acrylic
Mesh Weight: 14.3 (oz/yd2)
Fabric Thickness (in): .044    
Openness Factor: Approximately 5%
UV Blockage: Approximately 95%
Breaking Strength (lbs/in): 330 Warp, 200 Fill
Stiffness (mg): 650 Warp, 450 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

Q53 HONEYCOMB/BROWN SUGAR
Composition: 26.3% polyester, 67.7% vinyl on 

polyester, 6% acrylic
Mesh Weight: 13 (oz/yd2)
Fabric Thickness (in): .037   
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 345 Warp, 145 Fill
Stiffness (mg): 650 Warp, 220 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

Q94 TWEED/OATMEAL
Composition: 23% polyester, 64% vinyl on polyester, 

13% uncoated polyester
Mesh Weight: 13.7 (oz/yd2)
Fabric Thickness (in): .036
Openness Factor: Approximately 5%
UV Blockage: Approximately 95%
Breaking Strength (lbs/in): 352 Warp, 136 Fill
Stiffness (mg): 642 Warp, 167 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

Q95 TWEED/BUCKEYE
Composition: 23% polyester, 63% vinyl on polyester, 

14% uncoated polyester
Mesh Weight: 13.6 (oz/yd2)
Fabric Thickness (in): .038
Openness Factor: Approximately 5%
UV Blockage: Approximately 95%
Breaking Strength (lbs/in): 341 Warp, 124 Fill
Stiffness (mg): 593 Warp, 153 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

Q96 THATCH/WHEATGRASS
Composition: 27% polyester, 68% vinyl on polyester, 

5% olefin
Mesh Weight: 13.5 (oz/yd2)
Fabric Thickness (in): .037
Openness Factor: Approximately 7%
UV Blockage: Approximately 93%
Breaking Strength (lbs/in): 339 Warp, 153 Fill
Stiffness (mg): 658 Warp, 285 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

R11 LINEN/CRANBERRY
R12 LINEN/CINNAMON
Composition: 45% polyester, 55% vinyl on polyester
Mesh Weight: 14.1 (oz/yd2)
Fabric Thickness (in): .040
Openness Factor: Approximately 3%
UV Blockage: Approximately 97%
Breaking Strength (lbs/in): 341 Warp, 125 Fill
Stiffness (mg): 597 Warp, 134 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U10 LINEN/TOPAZ
Composition: 45% polyester, 55% vinyl on polyester
Mesh Weight: 14.1 (oz/yd2)
Fabric Thickness (in): .040
Openness Factor: Approximately 3%
UV Blockage: Approximately 97%
Breaking Strength (lbs/in): 341 Warp, 125 Fill
Stiffness (mg): 597 Warp, 134 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U11 LINEN/BURLAP
Composition: 43% polyester, 57% vinyl on polyester
Mesh Weight: 16.1 (oz/yd2)
Fabric Thickness (in): .046
Openness Factor: Approximately 3%
UV Blockage: Approximately 97%
Breaking Strength (lbs/in): 320 Warp, 263 Fill
Stiffness (mg): 473 Warp, 440 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U12 LINEN/CREAM
Composition: 43% polyester, 57% vinyl on polyester
Mesh Weight: 16.1 (oz/yd2)
Fabric Thickness (in): .052
Openness Factor: Approximately 3%
UV Blockage: Approximately 97%
Breaking Strength (lbs/in): 320 Warp, 263 Fill
Stiffness (mg): 473 Warp, 440 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

U13 CREPE/JADE
U14 CREPE/WALNUT
U15 CREPE/GRANOLA
U16 CREPE/TOASTED COCONUT
Composition: 28% polyester, 72% vinyl on polyester
Mesh Weight: 14.3 (oz/yd2)
Fabric Thickness (in): .039
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 341 Warp, 175 Fill
Stiffness (mg): 673 Warp, 506 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

V88 LINEN/FIG
Composition: 45% polyester, 55% vinyl on polyester
Mesh Weight: 14.1 (oz/yd2)
Fabric Thickness (in): .040
Openness Factor: Approximately 3%
UV Blockage: Approximately 97%
Breaking Strength (lbs/in): 341 Warp, 125 Fill
Stiffness (mg): 597 Warp, 134 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

V89 CREPE/BLACKENED BRONZE
Composition: 27% polyester, 73% vinyl on polyester
Mesh Weight: 14.1 (oz/yd2)
Fabric Thickness (in): .032
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 359 Warp, 124 Fill
Stiffness (mg): 495 Warp, 192 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)

V90 CREPE/CHESTNUT
Composition: 28% polyester, 72% vinyl on polyester
Mesh Weight: 14.3 (oz/yd2)
Fabric Thickness (in): .039
Openness Factor: Approximately 10%
UV Blockage: Approximately 90%
Breaking Strength (lbs/in): 341 Warp, 175 Fill
Stiffness (mg): 673 Warp, 506 Fill
Fire Classification: California Technical Bulletin 117 

Sect. E. Part 1, NFPA 101 (Class A Rating), and 
UBC (Class 1)




